Bag Filling & Closing

Parsons-Eagle Bag Filling and Closing Systems are a superb solution for

high speed weighing, filling, shaping and closing of a variety of paper or
plastic pre-made bag styles. This system is ideal for the packaging of free

flow and semi-free flow products such as bakery, baking mixes, confectionary,
granulated chemicals, pet food, pet treats, pet litter, rice, sugar, tortilla chips
and more! With over 90 years of scale, product handling, bag filling and bag
shaping experience, Parsons-Eagle engineers are able to evaluate your
requirements and provide a system solution that will deliver consistent

and reliable packaging results.

A Modular Approach to Weighing, Filling, Shaping and Closing

Our modular design approach enables Parsons-Eagle to offer
efficient weighing, filling, shaping and closing configurations
that are customized to your unique packaging requirements.
To weigh your product, we offer a complete line of net weigh
linear or combination scales. To fill your product, we offer
four models of pre-made bag hangers and fillers - each of
them capable of paper and plastic bag designs. To shape

and close your filled packages, we offer variety of

shaping conveyors and closing options.

Speed, Accuracy and Reliability
Parsons-Eagle Bag Filling and Closing Systems
set the industry standard. Precise high speed
net weigh scales, flexible bag hangers and
reliable shaping and closing conveyors
optimize your manufacturing environment
and increases your profitability
with production speeds up
to 100 filled and shaped
packages per minute.

Robust and Sanitary Construction

Our systems are designed for clean and
sanitary operation in dry, wipe-down
packaging environments. All product

contact surfaces are made from heavy

gauge stainless steel with smooth welded
seams and generously radiused corners where
required. The machine frames are constructed

of sanitary tube designs that resist product build E ? arsons- MGL E

6 Unit HEVM Linear Scale
with S Series Duplex Bag <
Hanger and BC-X Closing Conveyor

up and improve machine access. The fully enclosed
PACKAGING SYSTEMS

scale weigh head modules provide a rugged and
dust tight scale enclosure thereby providing years
of trouble-free operation.

A Division of Campbell Wrapper Corporation



Scales

4 Unit HEVM Linear
Scale with S Series
Simplex Bag Hanger

HE Linear Scale

A high performance Linear Scale and product feed system designed for
intermediate weighments of free flowing or semi free flowing products.
Speeds up to 45 weighments per minute with our 4 unit scale and 70 per
minute with our 6 unit scale with a typical average giveaway of 7 grams.

Standard Features
« Datatrek II control software
« 15 inch color touchscreen operator interface
« Rugged dust tight cast aluminum weigh head enclosure
o Precisely machined calibration weights with automatic tare and span
« Exclusive swing out frame design

Available Options
« Integrated dust control
« PE Net communication protocol

Pre-Made Bag Hangers
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S Series Bag Hangers

A pneumatic driven module for automatic
picking, placing and filling of small pre-made
paper or plastic bags up to 35 bags per lane.

Standard Features

« Single, double or triple hanger configurations

« Stainless steel product contact surfaces

« Simple integration with bag reforming and closing conveyors

« Toppled bag detection system

« Self contained vacuum system with digital vacuum sensor

« Common scale and hanger frame

HS Series Bag Hangers

A servo driven module for high speed automatic
picking, placing and filling of small pre-made
paper or plastic bags up to 50 bags per lane.

WS20-M Combination Scale

A high performance Combination Scale and product feed system
designed for intermediate weighments of free flowing or semi-free
flowing products. Speeds up to 100 weighments per minute with a
typical average giveaway of 3 grams.

Standard Features
» Worldstar II control software
« 15 inch color touchscreen operator interface
« Vibratory product feed systems
« Rugged dust tight aluminum weigh head enclosure
« Precisely machined calibration weights
with automatic tare and span

Available Options
« Single or dual point discharge
« Customized infeed systems
« PE Net communication protocol

iBagger Series Hangers

A servo driven module for automatic
picking, placing and filling of intermediate
sized pre-made paper, plastic or poly woven
bags up to 35 bags per lane.

Available Options
o Air assist bag inflation
« Dust pick up system
« Bag support designs
« Sanitary frame design
« Bottom bag tamper
« Zipper opening module



Bag Magazines

Poly Woven Style
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Universal Bag Magazine

The Universal Magazine conveniently stores large
numbers of pre-made paper SOS style bags and
reliably presents them to the Pre-Made Bag Hanger
for placement and filling.

Powered Bag Magazine

Stores a large quantity of pre-made paper or plastic
SOS, SUP or Quad Seal style bags and presents them
to the Pre-Made Bag Hanger for placement and filling.
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Standard Features
o Textured side belt design for positive bag support
o Convenient bag magazine width adjustment
« Simple bag height adjustment
o Precise back pressure control
« Magazine storage capacity in excess of 250 bags
« S & HS Series bag size capabilities:
- Width: 5 to 12 inches or 6 to 14 inches
- Height: 11 inches to 24 inches
« iBagger Series bag size capabilities:
- Width: 7 to 14 inches
- Height: 16 inches to 28 inches

Bag Closing Conveyors

Stand Up Pouch w/ Zipper
Standard Features

« Convenient single lever bag magazine
width adjustment
« Simple height adjustment mechanism
« Bottom rail vibration
« Roller tab bag stops
« Bag Size Capabilities:
- Width: 6 inches to 11 inches
- Height: 13 inches to 22 inches

Quad Seal w/ Full Gusset

Quad Seal w/ Terminated Gusset
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BC-X Conveyor JFJv
BC Conveyors

Powered Gable
Former

The BC Conveyor accepts bags from our S Series or HS Series Pre-Made
Bag Hangers and performs bag top reforming and closing operations.
The conveyor presents a well formed bag ready for sealing, sewing or gluing.

Model BC Model BC-X Extended

« 35 feet per minute conveyor speed « 100 feet per minute conveyor speed
Model BC-X Model BC-XL

« 70 feet per minute conveyor speed « 105 feet per minute conveyor speed
Model BC-XL-TB1 Model BCV-XL

« 70 feet per minute conveyor speed
with driven top closing belts

« 105 feet per minute conveyor speed
with driven top closing belts

Standard Features:
« Bottom vibration to efficiently settle bagged product
« Easily adjustable upper bag guide assemblies

Available Options:
« Driven top closing belt module
« Top Conditioning (TC) Module
o Mechanical gusset tucker
o Air evacuation module
o Separate discharge conveyor drives
« Variable speed drive controllers
« High frequency side vibration
o Powered Gable Former



Specifications

User-Friendly Design
Our Datatrek II (linear scale) or
Datatrek IT Datatrek II Worldstar IT
Scales atatre atatre oriastar Worldstar II (combination scale)
4 Unit 6 Unit WS20-M software controls the entire
Style: HE Linear HE Linear Combination packaging line from the net
Speed (weighments per minute): 40-45 60-70 90-100 weigh scales through the hangers
; and bag closing conveyor.
Average Giveaway: 7 grams 7 grams 3 grams These software controls
Discharge Style: Single Dual Dual represent the most sophisticated
Typical Operating Range: 300g - 9kg 300g - 9kg 300g - 5kg and user-friendly digital control
technology in the industry. A
simply designed 15-inch color
Baag H. e e = touchscreen terminal offers
ag Hangers eries eries 1hagser intuitive set-up, data monitoring
Simplex Duplex Simplex Duplex Duplex and diagnostic capabilities. The
Speed (bags per minute): 35 70 50 100 70 Parsons-Eagle software
ides infa ive Hel
Actuation: Pneumatic Pneumatic Servo Servo Servo PGS ormatl.ve € p
screens on every visual display.
By simply touching the Help
icon, the operator will have
Bag Magazines Universal Powered Bag Magazine access to our virtual machine
S Series/HS Series iBagger Series manual providing easy-to-
Bag Style: e $OS, SUP, SGBS SOS, SUP, SGBS, PW wdrsind gl o
. . . machine control or diagnostic
Bag Material: Paper Paper & Plastic Paper & Plastic questions. The Datatrek I or
Reclosability: No Yes Yes Worldstar II software packages
Size Range: offer multiple product set-ups
Width: 6-11 inches 5-12 or 6-14 inches 7-14 inches that' e il e e e
retrieved through the color
Height: 13-22 inches 11-24 inches 6-28 inches e
Closing Conveyors BC BC-X BC-X-TBI1 BC-XL  BCVL-XL DataTrek Il
Maximum Conveyor Speed: 35 fpm 70 fpm 70 fpm 105 fpm 105 fpm Ll i’ :l
Bottom Vibration: Single Single Single Dual Dual :J
Side Vibration: No No No Optional = Standard r
Driven Top Closing Belt: No No Yes No Yes
Split Drive: Optional = Optional Optional Optional = Standard
Gusset Tucker:* Optional = Optional Optional Optional N/A
*Gusset tucking limited to 50 fpm.
Proven Applications
_ - [m]. et [] Parsons-EAGLE
. Bakery Mixes « Feed Additives « Salt 1 PACKAGING SYSTEMS
o Chemicals o Pet Food & Treats  « Seeds & Meal + L .
A Division of Campbell Wrapper Corporation
« Coffee o Pet Litter « Sugar -
o Confectionary ~ « Popped Popcorn o Tortilla Chips E 1415 Fortune Avenue, De Pere, WI 54115
« Donuts « Rice ..and many more! Phone: (920) 983-7100, Fax: (920) 983-7300

Web: www.parsons-eagle.com
E-mail: pesales@parsons-eagle.com



